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OPERATING MANUAL 



26" 16:9 DIGITAL LCD-TV 




26" 

Built-in 2-Channel IR Transmitter /Appended Luminous Remote 

Please keep this operating manual for future references. 



Important Notes : 



1 . Before operating the unit, please read these instructions carefully. 

2. Retain this manual for future reference. 

3. Do not remove any WARNING stickers on the unit. 

4. You are advised to follow the instructions carefully when operating the unit. 

5. Do not use any chemical solvent, cleaning agent or corrosive detergent to 
clean away dirt on the surface of the screen. By doing so, you may cause 
irreversible damage to the surface of the TFT screen. To clean off dirt or 
fingerprints, we recommend the use of a soft damp lens cleaning cloth. 

6. Using spare parts from another manufacturer may caused permanent damage 
to the unit. 

7. Install unit in a dry location away from condensation. 

8. Ensure no metal or foreign materials are dropped in between the display screen 
and enclosure. 

9. Do not use anything to block the cooling assemblies on the unit. 

10. Ensure the plugs are properly plugged in before operating the unit. 

1 1 Should the LCD panel be broken, do avoid all human contact with the broken 
glass or fluid leaking out from the enclosure. If come into contact, do flush and 
clean affected areas with plenty of water. Seek medical attention immediately. 

1 2. When operating the display unit, do avoid touching or pressing on the LCD 
glass panel. Excessive force may cause irreparable damage to the LCD 
screen. 



Safety Precautions: 



1 . Ensure the plug is securely plugged into the main socket before operating 
the unit. 

2. Ensure the Voltage on the main socket is the same as specified on the unit. 

3. Use parts only manufactured by the unit manufacturers. 

4. Request a repair report from the technician/service personnel. 

5. Ensure the battery is correctly installed before using the unit. 



1 . Plug or cables are damaged. 

2. Any form of foreign objects dropped inside the enclosure. 

3. Unit is being exposed to rain and/or water. 

4. Unit unable to operate under normal operation. 

Notices: 

1 . The changes or modifications not expressly approved by the party 
responsible for compliance could void the user's authority to operate the 
equipment. 

2. To comply with the FCC RF exposure compliance requirments , no change 
to the antenna or the device is permitted. Any change to the antenna or 
the device could result in the device exceeding the RF exposure 
requirements and void user's authority to operate the device. 
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CAUTION 



RISK OF ELECTRIC SHOCK 
DO NOT OPEN 
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1. INTRODUCTION: 



Overview : 

New technology in LCD monitors allows the enjoyment of a higher quality picture 
display and higher brightness; lighter in weight and slimmer body design, power 
saving capabilities and low radiation, giving you a safe, relaxing and environmental- 
friendly visual enjoyment. 

Our product uses high quality original imported 26 inches 1 6:9 (Wide) colored 
.The Active Matrix TFT high decoding capabilities enable 
display of complicated or high quality images, presenting a vivid visual reproduction 
and beautiful visual display. Incorporated with a user-friendly menu, allowing easy 
customization to user preferences. 

The unit comes with built-in screen display controls when used with the remote 
control, allowing you to make changes to the settings. It even support the use of 2 
channel wireless headphones, therefore you do not need to worry that the volume 
coming out from the monitor will disturb other people. The Digital True Surround 
Sound capabilities' from the 3D Stereo Speaker brings you the ultimate enjoyment 
of audiovisual effects. Digital output function, when connected to other audiovisual 
devices, gives you the best enjoyment in entertainment relaxation. 
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2. Product Specifications: 



1 . 26" Television / monitor for Mobile use 
2. 1 1 0V-230V , 50/60Hz Input 

3. High Performance, 16:10 LCD Panel 

4. High Brightness 600 nit 

5. High contrast ratio 500:1 

6. Ultra wide viewing angle 1 70 degrees 

7. Front Panel controls 

8. Cable ready TV Tuner with Closed Caption and V-Chip 

9. High output speakers 

1 0. Built in 2 Channel IR transmitter for optional wireless headphones 

1 1 . Wireless Night time viewable remote control included 

1 2. Mounting bracket optional 

1 3. Two auxiliary monitor inputs: One fixed NTSC composite, one selectable 
composite, S-Video or component ( HDTV ) 

14. HDTV ready 



Contents/Accessories : 

(Please check the content of the Package.) 



Monitor 



Component Video 
Conversion Cable 



Remote Control 



Operation Manual 



Antenna Cable 




S-Video Cable 
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6. OSD Settings: 

This monitor provide "OSD" setting, enable you to customize the setting for monitor. 
Noted: Before adjust settings, ensure all the video source is in correct mode. 

Management Setting : 

Press "MENU" button, osd menu will display on screen, press "SET / " biittdTi to 
select "Management setting", and press "ENTER" button to enter management setting, 
then press "SET IN ▼/ detect course settings. (Pis see chart as below) 



Management 




Language 
Recall 
A V 1 Select 
Zoom 
Exit 

NTSC 

H: 15.7kHz V: 60.2Hz 



Management 

Main Display 

PIP Display 

PIP Adjust 

Language 

Recall 

A V 1 Select 

Zoom 



Management 

Main Display 
PIP Display 
PIP Adjust 



Manageme 

Main Display 
PIP Display 
PIP Adjust 



Management 

Main Display 

PIP Display 

PIP Adjust 

Language 

Recall 

A V 1 Select 

Zoom 

Exit 



Management 

Main Display 
PIP Display 
PIP Adjust 

Recall 

AV 1 Select 

Zoom 



Management 

Main Display 
PIP Display 
PIP Adjust 

Recall 

A V 1 Select 

Zoom 



Management 

Main Display 
■ w PIP Display 
PIP Adjust 



Hi Recall 

AV 1 Select 
— > Zoom 



Full 14:9 Zoom Normal 



Management 

■ Hi-Position 
V- P o s it i o n 
PIP Size 
Border 



Manager 

g I is h 
Hi Frangaic 
Dectsch 
E s p a n o I 

^3: 



Exit 
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TV Setting : 

Press "MENU" button, osd menu will display on screen, press "SET / " bAttoTi to 
select "TV setting", and press "ENTER" button to enterTV setting,then press 
"SET k Jf f-4 sWect course settings. (Pis see chart as below) 



TV Setting 

- A NT/CAT V 
-Auto Scan 

- Add/Erase 
-Parent Control 

- Caption 
Fine Tu n e 
MTS 

Exit 

NTSC 

H: 15.7kHz V: 60.2Hz 



US 



TV Setting 

- A N T/C AT V 
Auto Scan 
Add/Erase 
Parent Control 
Caption 
Fine Tune 
MTS 



TV Setting 

A N T/C AT V 
•Auto Scan 
Add/Erase 
Parent Control 
Caption 
Fine Tune 
MTS 



TV Setting 

A N T/C AT V 
Auto Scan 
•Add/Erase 
Parent Control 
Caption 
Fine Tu n e 
MTS 



S3 



TV Setting 

A N T/C AT V 
Auto Scan 
Add/Erase 
• Parent Control 
Caption 
Fine Tune 
MTS 



TV Setting 

N T/C AT V 
j t o Scan 
:i d/E ra s e 
irent Control 
3 p t i o n 
n e Tu n e 



TV Setting 

A N T/C AT V 
Auto Scan 
Add/Erase 
Parent Control 
Caption 
•Fine Tune 
MTS 



TV Setting 

A N T/C AT V 
Auto Scan 
Add/Erase 
Parent Control 
Caption 
Fine Tune 
►MTS 



TV Setting 

-Parent Control 
TV- R at i ng 
M PA A 

Change Pin 



a 



TV Settinc 



TV Settinc 



Jg 
jjj 
Iffliffi 

M 
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Audio Adjust Setting : 

Press "MENU" button, osd menu will display on screen, press "SET / " bAttoTi to 
select "Audio Adjust setting", and press "ENTER" button to enter Audio Adjust setting, 
then press "SET /A/ ▼/ detect course settings. (Pis see chart as below) 



Audio Adjust 
Hj- Speaker 



NTSC 

H: 15.7kHz V: 60.2Hz 



Audio Adjust 

- Speaker 
Treble 
Bass 
Balance 
Surround 
Sound 
Exit 



Audio Adjust 



Speaker 
||TV|| > Treble 

Bass 
m,£ Balance 
^] Surround 
H Sound 

Ml Exit 



Audio Adjust 



I Speaker 
\m\ Treble 

> Bass 

Balance 

Surround 

Sound 

HI 



Audio Adjust 

^ Speaker 
m& Treble 
3 Bass 

Balance 



1 IV. 



Audio Adjust 



1 1 a n c e 
■Surround 
Sound 
Exit 



Audio Adjust 



E^jJI Speaker 

m ; r , e s b s le 

Balance 
Surround 
Sound 

nn Exit 
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Picture Adjust Setting : 

Press "MENU" button, osd menu will display on screen, press "SET / " biittdTi to 
select "Picture Adjust setting", and press "ENTER" button to enter Picture Adjust setting, 
then press "SET /A/ T/ detect course settings. (Pis see chart as below) 



Picture Adjust 

™ Brightness 

Contrast 
ii^-^i Color Temp. 

! Saturation 

Sharpness 

Exit 



NTSC 

H: 15.7kHz V: 60.2Hz 



Picture Adjust 



> Brightness 
Bj| Contrast 
■j Color Te m p . 

Saturation 
^| Sharpness 
m\ Exit 



Picture Adjust 
Brightness 

UHJ Color Temp. 

■ Hue 
Si Saturation 

_ Sharpness 

■ Exi * 



Picture Adjust 

Ifflp Brightness 

H|1 Contrast 

z~ — >Color Temp. 

!=J Saturation 
| Sharpness 



Cool Neut. Warm User 



Picture Adjust 

Brightness 
Contrast 
Color Te m p . 
► Hue 
Saturation 
Sharpness 



m Exi * 



rag 

a § 

Jfl Exit 



Picture Adjust 



Picture Adjust 





Picture Adjust 




I 

llUml 


Brightness 
Contrast 
Color Te m p . 
Hue 
^ Saturation 




M 


Sharpness 
Exit 









Picture Adjust 






Brightness 




I 


Contrast 






Color Te m p . 






Hue 






Saturation 




| 


^-Sharpness 
Exit 
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M 

mil 



PC Adjust 

Auto Image 

H-Position 

V-Position 

Phase 

Clock 

Exit 



PC Adjust 


S3 


Auto Image 


1 


H-Position 
V-Position 




Phase 
Clock 


B 


Exit 


No Yes 



PC Adjust 


m 
m 

E 


Auto Image 
H-Position 


V- Position 
Phase 
Clock 
Exit 





16 



17 



8. ANNEX B: 



Troubleshooting: 

If the unit fails to operate normally, try solving the problems using the guide below. If the 
problem persists, switch off the unit and ask the dealer or customer services officer for 
assistance. Do not attempt to repair the defective unit yourself. Do not endanger yourself 
as high voltage is involved. 

1. No Picture: 

a. Check that the power cord is plugged into the main socket and the power 
supply is turned on. 

b. Check the contrast and brightness setting. 

c. Check the Antenna connection to see if it is properly connected to the 
LCD-TV Input Terminal. 

d. Be sure you have selected the correct source mode. 

2. Snowy Picture: 

a. Check to see if the Antenna is correctly connected. 

b. Check to see if the picture setting is correctly set. 

3. Picture Flickers: 

a. Check that the power coming from the main socket is sufficient. 

b. Check that unit is not placed too near speakers or magnetic objects. 

c. Check to see that the unit setting is correctly set. 

4. No Sound: 

a. Check that mute function is off. 

b. Increase the volume. 

5. Remote Control not Working: 

a. Check batteries are installed correctly, replaced if necessary. 

b. Aim the remote controller towards the unit remote sensor. 

6. Unit will not power on w/ front Power button: 

a. Check the power is connected. 

b. Power indication LED on unit is red in color. 
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9. SPECIFICATIONS: 



Monitor 


Active Matrix LCD-TFT 


Display Size 


26"-Zoll/W-XGA 


Aspect Ratio 


16:10 


Resolution 


983,040 Pixel (1280x768) 


Display Colours 


16.2 Mio. 


Luminance 


600 cd/m 2 


Contrast Ratio 


500:1 


View Angle 


H: 1 70 degrees, V: 1 70 degrees 


TV-System 


NTSC 


Speakers 


2 x 5W (Extendable to 2 x 1 0W) 


Audio DAC 


96 kHz/24-Bit Audio-D/A-Converter 


Inputs 


1x (S-Video/Component/CVBS Input <Mini-DIN>), 




1x VGA Input, IxAV-IN (RCA) 


Outputs 


IxAV-OUT(RCA) 


IR-Transmitter 


Channel 1: 2.3MHz/2.8MHz, Effective Angle:45° 




Effective Range:1 2 Feets 




Channel 2: 3.2MHz/3.8MHz, Effective Angle:45° 




Effective Range:1 2 Feets 


Remote Range 


1 5 Feets 


Power Supply 


110V-230V,50/60Hz Input 


OSD-Language 


English, Frangaic, Dectsch, Espanol, Chinese 


TV Specification 


NTSC: Antenna /Cable 


Accessories 


Monitor,Operating Manual, Remote Control, AC/DC Cable, 




Component Video Conversion Cable, Antenna Cable, 




Composite Video Conversion Cable, VGA Connector Cable, 




RF Connector, IRTransmitter Audio Input Harness 



Noted: All specifications are subjected to change without prior notification 
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